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SLEEVE DETAIL
(SEE THIS SHEET)
TO MAIN GROUND LOOP

CONNECTION AT
FENCE POST

CONNECTION AT
EACH GATE POST

NOTE: PER BRUNSWICK COUNTY DIRECTION, IF REQUIRED, THE PUMP STATION FENCE AND
GATES SHALL BE BONDED TO THE PUMP STATION GROUNDING SYSTEM AS SHOWN.

FENCE GROUNDING INSTALLATION DETAIL

1 PRESSURE RINGS AND
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OVERSIZE SLEEVE
PRESSURE CLAMP, TYP

CAP SCREW, TYP
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CONCRETE WALL——— —— BODY, TYP

NOTE: USE 0-Z/GEDNEY SEAL, TYPE "FSK", "WSK”, OR EQUAL

CONDUIT THROUGH WALL SEAL
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NOTES:

1 IF NOT SPECIFIED OR SHOWN, DEPTH AND REINFORCEMENT SHALL BE
DETERMINED BY POLE MANUFACTURER. LOADING SHALL BE DEAD LOAD
PLUS 100 MPH WIND, STANDARD EXPOSURE PER STANDARD BUILDING CODE.

AREA LIGHTING FIXTURE MOUNTING

#4 BARE COPPER CABLE —

PART #T416B

ERICO PVC GROUND
INSPECTION BOX AND COVER
MARKED "GROUND ROD"

GRADE OR PAVING
\ / EARTH BACKFILL

/ WITH CLEAN SAND

GROUND CLAMP
ROD TO WIRE

NIN 0%

3/4"x10'-0" MIN
COPPER—BONDED
STEEL SECTIONAL
GROUND

NOTES:

1

REFER TO PS DESIGN MANUAL FOR MINIMUM SYSTEM RESISTANCE.

IF THIS RESISTANCE CANNOT BE MET WITH SINGLE 10°-0" RODS,

ADD ADDITIONAL SECTIONS TO RODS OR ADD NEW RODS AS REQUIRED,
SPACED 20'-0" MIN. FROM EXISTING RODS.

ELECTRICAL INSTALLATION DETAIL
GROUND ROD ASSEMBLY
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2" FROM
ANTENNA

—~— 1" FROM PUMP CONTROL PANEL

—~—1" FROM EMERGENCY GENERATOR

—~— 1" FROM ATS

~—__ 17 FROM JUNCTION BOX FOR WIKA 1S—21
PRESSURE TRANSDUCER (IF REQUIRED)

SCADA/RTU PANEL CONDUIT DETAIL

FLOW METER RACK TO BE

INSTALLED NEAR METER VAULT
WITH A HOFFMAN, TYPE 4X, FIBERGLASS,
UV RESISTANT CAT# A24H2412GQRLP

'«——1” FROM FLOW METER ENCLOSURE (IF REQ.)

PUMP CONTROL RTU /SCADA FLOW METER
PANEL PANEL ENCLOSURE
(IF REQUIRED)
\STRAIN RELIEF
CHORD GRIP
(TYP)
5 MIN
NON—HARDENING
SEALANT
(TYP)
1” PVC—= 1" PVC—=
3" MAX
Y Y Y

NO SPLICING OF FLOW /

METER WIRING ALLOWED FROM METERING VAULT

FLOW METER ENCLOSURE
WIRING SCHEME

\1 1/2" SCH 80 PVC *

3/4" SCHEDULE 40
PVC PIPE

BARE COPPER CABLE
f CONTRACT DWG. FOR SIZE) x
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~ FLOOR, GRADE OR PAVING
3 MIN.__ / XOTHERMAL WELD\ & __3" MIN.

3/4" GALVANIZED

STEEL CONDUIT

BRAZE GROUND
CABLE TO CABLE
12" MIN. SLEEVE AT BOTH
ENDS OR USE LISTED

1 BONDING CONNECTOR —r
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PREFERRED SLEEVE INSTALLATION

GROUND CABLE SLEEVE INSTALLATION

AUSTIN JUNCTION BOX —

CABLE TRENCH, TYP W

SST HOOK, TYP

SST BASKET TYPE CABLE SUPPORT, TYP — -
PER SPECIFICATIONS

CABLE BY PUMP MANUFACTURER, TYP -—

WET WELL

TO SUBMERSIBLE PUMP

PUMP CABLE DETAIL

LIGHT FIXTURE

WEATHERPROOF SINGLE POLE SWITCH
(120VAC, 20AMP) TO CONTROL
POLE MOUNTED AREA LIGHT

BASE MOUNTING
SEE DETAIL THIS SHEET OR

AREA LIGHTING FIXTURE MOUNTING

/

12" MIN.

ALTERNATIVE SLEEVE INSTALLATION

CABLE TRENCH, TYP.

KELLUM GRIP

— LITHONIA
Z@‘ #KAD400OMR2120PERPE1SPDO4LP1SCWA
/1 N\ (400W METAL HALID)
STEEL POLE
e— | ITHONIA
#3SSS255GDM19DDB

PER LITHONIA INSTALLATION RECOMMENDATION

/ Revisions \

1.1 - DATED 8/8/2013
Modified Transducer Det.

1.2 - DATED 10/15/2013
Add. Flow Meter Detail +
Mod. RTU Panel Detail.

1.3 - DATED 5/2/2016
Mod. Ground Rod Detail

1.4 - DATED 10/9/2017
Mod. Flow Meter Detail

1.5-DATED 11/9/2018
Mod. Electrical
Installation Detail

1.6 - DATED 11/28/2018
Move Pressure Gauge
Detail to Sheet 2 of 4

1.7 - DATED 5/22/2019
Mod. SCADA & Flow
Meter Details
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COUNTY OF BRUNSWICK

PUMP STATION DETAILS
50 HP OR SMALLER PUMP STATION
FOR
NORTH CAROLINA
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